m 45,000 LB. LOADER
CAPACITIES

m 35’ FABRICATED
THREE-SECTION BOOM
WITH CYLINDER GUARD

m JD 790 CRAWLER
UNDERCARRIAGE

Designed to provide the
ultimate in smooth balanced
performance under demanding
conditions.




HOOD 45000 CRAWLER

DESIGN FEATURES

35 FOOT
THREE-SECTION
FABRICATED
BOOM

SPECIFICATIONS

Lift Capacity - 45,000 Ibs. (capacity based
JD 790 on mathematical calculations)
Sﬁg\gl:l?-gAﬂRRlAGE Cu‘mmins §CT diesel engine (optional)

35" 3-Section Boom
2 -7" x 48" main lift cylinders
1 - 7" x 48" second knuckle cylinder
1-6" x 36" jib cylinder
(2) Planetary drive swing gearbox with
fail-safe brake

OPTIONAL Continuous rotation with 53" turntable bearing
GENERATOR Funk 59000 Series 4-pad clutch
PACKAGE AND 790 John Deere undercarriage (optional)
MAGNET

Used undercarriages are also available

90 gal. fuel and hydraulic tank combination
2-Denison piston 2520VQ 21/5 pumps

All servo hydraulic controls (optional)

Fool petals (1 swing 2 travel)

Hydraulic oil cooler

100 gal. hydraulic system

38" X 60" Intank return filters absolute 10 micron
HIGH-VISIBILITY Joy stick controls (mechanical)
CAB Boom lights

Foot swing conlrols

38" x 60" Cab with padded insulation, dome lights,
heater, defroster fan, windshield washer and
wipers

20 KW generator package (optional)

Designing and Manufacturing High Quality Forestry Equipment
for the Cost-Conscious Log and Pulpwood Producer

HOOD EQUIPMENT, INC. DISTRIBUTED BY:
P.O. Box 307
Iron River, Wl 54847
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