SPECIAL CYLINDER
PLACEMENT DESIGN permits
unequalled maneuverability
and load placement.

 JOYSTICK CONTROLS =
FOR ARM-CHAIR COMFORT

* EASY ACCESS PLATFORM

* LARGE 30" TURNTABLE
BEARING

* 620° ROTATION REQUIRING
LESS DOWN-TIME

18,000 LB. CAPACITY, with
smooth precise control through
balanced hydraulic design.



HOOD MH-85 material Handler

DESIGN FEATURES SPECIFICATIONS

MH-85 Material Handler

Large 30"

turntable bearing

and quality
T1-514
steel frame.

Special
Stabilizers
designed to
reduce truck

Lift Capacity 18,000 Ibs. at 10’

32' full 4th story boom
26" with a 6" hydraulic extension

1 — 7" x 42" Main life cylinder
1 — 6" x 48" Jib boom cylinder
Planetary drive swing gearbox
30" Turntable Bearing

6" x 24" stabilizer cylinders

Joy stick controls

Foot swing controls
Approximate WL, 8,350 Ibs.

60" or 84" Material Handler

Cal Track for ideal hose placement of
extend-a-boom

frame stress.
4-gasy-mount ladders

Heavy duty cab guard

Jui v,
¥ Ak 9 .

Deck guard

24’ high quality deck
with heavy duty 4” nylon straps

High strength jib pedistal

Extend-a-boom
feature permits
Jib extension with
cal track hose
protection,

Over-boom

jib eylinder
placement
design permits
larger loads.

Designing and Manufacturing High Quality Material Handling
Equipment for the Cost-Conscious Contractor.

DISTRIBUTED BY:
HOOD LOADER DIVISION



